
















































TURBO CUP GRINDERS
Angled Segments for Faster Grinding
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Star Blue Spiral Turbo 
Cup Grinders

SIZE T5B Cat #

4” x 5/8-11 (10 seg) 00036

4-1/2” x 5/8-11 (12 seg) 90079

7” x 5/8-11 (12 seg) 90193

7” x 5/8-11 (24 seg) 90359

Star Blue Ring Turbo Cup Grinders
4” x 5/8-11 (RT5B) 04098

7” x 5/8-11 (RT5B) 04099

Star Blue
• General grinding and removal

• Spiral turbo for a fast grind

• Best value

• Try the ring style for a 

smoother finish

Utility Green
• General grinding and removal
• Spiral turbo for a fast grind
• Good life

Standard Gold
• General grinding and medium removal

• Spiral turbo for a fast grind

• Better life

Heavy Duty Orange
• General grinding and heavy removal

• Spiral turbo for a fast, aggressive

grinding

• Long life

Premium Black
• General grinding and heavier removal

• Spiral turbo for a fast, aggressive

grinding

• Very long life

Dry Ring Cup Grinders
• 3 bonds to fit your application

• Fine grit - smoothest finish

• Medium grit - basic grinding and removal

• Coarse grit - heavy aggressive removal

Utility Green Spiral Turbo Cup Grinders
SIZE T5G Cat #

4” x 5/8-11 (9 seg) 94133

4” x 7/8” (9 seg) 94134

4” x 5/8-11 (18 seg) 94127

4” x 7/8” (18 seg) 94128

4-1/2” x 5/8-11 (9 seg) 94131

4-1/2” x 7/8” (9 seg) 94132

4-1/2” x 5/8-11 (18 seg) 94129

4-1/2” x 7/8” (18 seg) 94130

5” x 7/8” (14 seg) 96471

7” x 5/8-11 (12 seg) 94135

7” x 7/8” (12 seg) 94136

7” x 5/8-11 (24 seg) 94137

7” x 7/8” (24 seg) 94138

Standard Gold Spiral Turbo
Cup Grinders

SIZE T5S Cat #

4” x 5/8-11 (9 seg) 17846

4” x 7/8” (9 seg) 23177

7” x 5/8-11 (12 seg) 16410

7” x 7/8” (12 seg) 17834

7” x 5/8-11 (24 seg) 15263

7” x 7/8” (24 seg) 18641

Heavy Duty Orange Spiral Turbo
Cup Grinders

SIZE T5H Cat #

4” x 5/8-11 (9 seg) 17943

4” x 7/8” (9 seg) 20710

7” x 5/8-11 (12 seg) 15095

7” x 7/8” (12 seg) 18155

7” x 5/8-11 (24 seg) 15096

7” x 7/8” (24 seg) 18396

Premium Black Spiral Turbo
Competition Style

SIZE T5P Cat #

6” x with special 3/4” arbor 22537

6” with 5/8-11 hub 43715

Dry Ring Cup Grinders

SIZE GRIT BOND Cat #

4” x 7/8” Fine KT5HF 35645

4” x 7/8” Medium KT5HM 26060

4” x 7/8” Coarse KT5HC 23329

4” x 5/8-11 Fine KT5HF 19546

4” x 5/8-11 Medium KT5HM 17539

4” x 5/8-11 Coarse KT5HC 23051

7” x 5/8-11 Coarse KT5HC 23154

25



Early Entry Blades

EARLY ENTRY BLADES
Wide Selection for Various Early Entry Saws

Star Blue Entry-Cut Blades
SIZE SPECIFICATION BOND Cat #

6” x .100 x 1” EC100B SOFT 15738

6” x .100 x 1” EC200B MED 15739

6” x .100 x 1” EC300B HARD 15740

Premium Black Entry-Cut Blades
SIZE SPECIFICATION BOND Cat #

6” x .100 x 1” EC100P SOFT 15741

6” x .100 x 1” EC200P MED 15743

6” x .100 x 1” EC300P HARD 15747

Entry-Cut blades have a 1” arbor
and drivepin hole that can be

used on standard, low HP walk
behind saws as well as our

CC150-EE Entry-Cut SawStar Blue
• Good life in green concrete

• Three bonds for different aggregate types

Premium Black
• Long life in green concrete

• Three bonds for different aggregate types

Soft Bond for Hard Aggregate

Medium Bond for Medium Aggregate

Hard Bond for Soft Aggregate

Early Entry Heavy Duty Orange
Green Concrete Blades

SIZE
GCS100H

Cat #

GCS200H

Cat #

GCS300H

Cat #

8” x .100 x 1” 44486 44487 44488

8” x .125 x 1” 44489 44490 44491

8” x .250 x 1” 44492 44493 44494

Heavy Duty Orange
Early Entry Blades
• 1” arbor with drivepin hole

• Three bonds to choose from

GCS100H - Soft bond for hard

aggregate

GCS200H - Medium bond for 

medium aggregate

GCS300H - Hard bond for soft

abrasive aggregate

First-Cut Early Entry Wet Blades
SIZE C52 Cat # C55 Cat # C60 Cat #

Heavy Duty Orange
6” x .095 16428 16429 16430

8” x .125 16435 16436 16437

10” x .110 16439 16440 16441

12” x .125 16442 16444 52595

14” x .125 16446 16447 52233

Pro Heavy Duty
10” x .110 16449 16450 16451

12” x .125 16453 16454 16455

14” x .125 16456 16457 16459

Premium Black
6” x .095 16460 16461 16462

8” x .125 03737 16463 16470

10” x .110 16471 16473 16474

12” x .125 16475 16476 16477

14” x .125 16478 16479 16487

• Long life - wet cutting

• Customizeable bonds to fit

your application

Basic Starting Bonds
C52 - for hard aggregate

C55 - for medium aggregate

C60 - for soft aggregate

Consider the aggregate in your area
and cure time before determining the
bond specification.

Special Arbor Hole for 
Competition-Style 

Low Horsepower Saws
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DRY WALK BEHIND BLADES
For Saws 20 Horsepower and Below

Star Blue
• Laser welded for dry cutting

• Best value

Imperial Purple
• Laser welded for dry cutting

• Good blade life

Star Blue Dry Walk Behind
SIZE DC1B Cat # DA2B Cat #

12” x .125 x 1” 70424 70412

14” x .125 x 1” 70426 70422

Imperial Purple Dry Walk Behind
SIZE DC1I Cat #

12” x .110 x 1” 89306

14” x .125 x 1” 73080

Standard Gold Dry Walk Behind

SIZE
DC1S

Cat #

DA2S

Cat #

DG3S

Cat #

12” x .125 x 1” 11208 11189 11219

12” x .187 x 1” 27278 14702

14 x .125 x 1” 11210 11190 11222

14” x .187 x 1” 11211 11191

18” x .125 x 1” 50004 50002

20” x .125 x 1” 17457 14917

Heavy Duty Orange Dry Walk Behind

SIZE
DC1H

Cat #

DA2H

Cat #

DG3H

Cat #

12” x .125 x 1” 11196 11156 11213

12” x .187 x 1” 11197 11158 50718

14 x .125 x 1” 11199 11162 11215

14” x .187 x 1” 11200 11170 19093

18” x .125 x 1” 11203 11174 44588

20” x .125 x 1” 60330 44475

Premium Black Dry Walk Behind

SIZE
DC1P

Cat #

DA2P

Cat #

DG3P

Cat #

12” x .125 x 1” 11204 11175 11217

12” x .187 x 1” 11205 15954 24109

14 x .125 x 1” 11206 11178 11218

14” x .187 x 1” 11207 11183 77223

18” x .125 x 1” 14582 34477 25607

20” x .125 x 1” 55061 60631

Standard Gold
• Laser welded for dry cutting

• Wide gullets to keep the blade cool

• Long blade life

Heavy Duty Orange
• Laser welded for dry cutting

• Wide gullets to keep the blade cool

• Longer blade life

Premium Black
• Laser welded for dry cutting

• Wide gullets to keep the blade cool

• Longest blade life

DC1_ DG3_DA2_

Dry
Concrete

Dry 
Asphalt

Dry 
Green

Concrete

For use on small walk behind saws - 20HP or lower

For intermittent cuts without water for 
patch/repair work or expansion joints

Dry
Intermittent

Cutting to
Let Blades

Air-Cool





CORE BITS

Wet and Dry Diamond
Core Bits for Almost Any
Coring Application

High Quality Core Bits for
Dependable Drilling

Core Bit Recommended R.P.M. Reference Chart

Bit Diameter Minimum RPM Maximum RPM Ideal RPM

1/2” 4775 7960 6364

5/8” 3820 6368 5091

3/4” 3183 5307 4242

7/8” 2728 4549 3636

1” 2387 3980 3182

1-1/8” 2122 3538 2828

1-3/8” 1736 2895 2314

1-1/2” 1592 2653 2121

1-5/8” 1469 2449 1958

1-3/4” 1364 2274 1818

1-7/8” 1273 2123 1697

2” 1194 1990 1591

2-1/4” 1061 1769 1414

2-1/2” 955 1592 1273

2-3/4” 868 1447 1157

3” 796 1327 1061

3-1/4” 735 1225 979

3-1/2” 682 1137 909

3-3/4” 637 1061 848

Bit Diameter Minimum RPM Maximum RPM Ideal RPM

4” 597 995 795

4-1/4” 562 937 749

4-1/2” 531 884 707

4-3/4” 503 838 670

5” 477 796 636

5-1/2” 434 724 579

6” 398 663 530

6-1/2” 367 612 490

7” 341 569 455

7-1/2” 318 531 424

8” 298 498 398

8-1/2” 281 468 374

9” 265 442 354

9-1/2” 251 419 335

10” 239 398 318

10-1/2” 227 379 303

11” 217 362 389

11-1/2” 208 346 277

12” 199 332 265
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WET CORE BITS
The Industry Standard in High Quality Coring

Premium Black Wet Core Bits

SIZE
POL
Cat #

P33F
Cat #

P64L
Cat #

1/2” 05826 05820 28585
5/8” 05917 05912 61808
3/4” 05962 05957 28587
7/8” 06004 05998 25115
1” 05293 05286 19871

1-1/8” 05338 23309 64328
1-1/4” 05381 05373 22003
1-3/8” 05404 05399 28589
1-1/2” 05441 05427 05438
1-5/8” 05472 18689 02932
1-3/4” 05483 05476 28595
1-7/8” 05509 28580 28596

2” 05529 05516 05525
2-1/4” 05571 05565 23771
2-1/2” 05607 05596 28597
2-3/4” 05629 28581 28598

3” 05661 05643 21246
3-1/4” 05688 26748 05686
3-1/2” 05709 22306 28599

4” 05761 05742 05753
4-1/4” 05791 05782 05788
4-1/2” 05805 28582 23173

5” 05843 05831 24580
5-1/2” 05867 27102 28600

6” 05892 20265 05886
6-1/4” 05921 05919 28601
6-1/2” 05927 28583 28602

7” 05945 26932 28603
8” 05984 05969 05980
9” 06013 28584 28604

10” 05306 27971 28605
12” 05361 05351 05359
14” 05417 05412 28606
16” 05462 26250 28607
18” 05498 26254 05496
20” 05536 26258 28608
24” 05584 26262 05583

Heavy Duty Orange Wet Core Bits

SIZE
HOL
Cat #

H33F
Cat #

H64L
Cat #

1” 04812 21156 04810
1-1/8” 04837 04835 27000
1-1/4” 15509 04859 25596
1-3/8” 04874 19356 25597
1-1/2” 15525 04886 28619
1-5/8” 04907 19933 28620
1-3/4” 04910 21343 28621
1-7/8” 04920 19934 28622

2” 15479 04926 04934
2-1/4” 04959 04955 04957
2-1/2” 00004 04972 04976
2-3/4” 04992 04991 28623

3” 00005 04999 05013
3-1/4” 05032 28616 28624
3-1/2” 00006 22376 28625

4” 00007 05052 05060
4-1/4” 05079 05075 05077
4-1/2” 00008 05083 05086

5” 00009 05101 05107
5-1/2” 05117 27758 28626

6” 00010 05123 05131
6-1/4” 05144 20285 05143
6-1/2” 05151 05148 05150

7” 05163 19092 24977
8” 05183 05176 05180
9” 05199 05196 28627

10” 04822 04815 04820
12” 04853 04841 04848
14” 04882 04877 24889
16” 04903 18777 25130
18” 04918 04914 28628
20” 04947 28617 28636
24” 04968 28618 04966
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Water is Required
to Cool Wet 

Core Bits

Premium Black
With VERY HIGH diamond concentration, 

Premium Black gives maximum footage and

drilling speed in all types of wet drilling 

applications.  Good in moderate to high steel.

Specifications
POL - General Purpose, Long Life
P33F - Hard aggregate    P64L - Asphalt/Block

Heavy Duty Orange
Our most popular core bit, Heavy Duty Orange gives

excellent footage and drilling speed. Designed for

applications with light to moderate steel, 
Heavy Duty Orange is the best bit in the industry.

Specifications
HOL - General Purpose, Long Life
H33F - Hard aggregate   H64L - Asphalt/Block



W
et

 C
or

e 
Bi

ts

WET CORE BITS
Lower Cost Core Bits for Efficient Coring

Water is Required
to Cool Wet 

Core Bits

Utility Green 
Wet Core Bits

SIZE GOL Cat #

2” 14252

2-1/2” 14254

3” 14255

3-1/2” 14256

4” 14257

4-1/2” 14258

5” 14259

5-1/2” 14262

6” 14264

Utility Green
Wide spaced for fast coring, the

Utility Green has a .400 segment

height for good bit life.

Standard Gold
General purpose with good diamond

concentration.  

For average to light duty drilling.

Specification
GOL - General 
purpose, cured 
concrete and 
hard materials

Specification
SMF- General 
purpose in hard
materials

Standard Gold Wet Core Bits

SIZE
SMF

Cat #
SIZE

SMF

Cat #

2” 06206 5-1/2” 06236

2-1/4” 06208 6” 06239

2-1/2” 06210 6-1/4” 06241

2-3/4” 06213 6-1/2” 06243

3” 06217 7” 06244

3-1/4” 25241 8” 06245

3-1/2” 06219 9” 06247

4” 06225 10” 06195

4-1/4” 06228 12” 06201

4-1/2” 06231 14” 06204

5” 06235 16” 60327

Impregnated Yellow Wet Core Bits

SIZE
B 

Cat #
SIZE

B
Cat #

1” 04624 3-1/2” 04661

1-1/8” 18628 4” 04664

1-1/4” 04632 4-1/4” 04666

1-3/8” 20172 4-1/2” 04669

1-1/2” 04636 5” 04671

1-5/8” 28640 5-1/2” 04674

1-3/4” 17937 6” 04677

1-7/8” 04640 6-1/4” 04678

2” 04643 6-1/2” 19360

2-1/4” 04645 7” 04681

2-1/2” 04649 8” 04683

2-3/4” 04652 9” 04685

3” 04657 10” 04626

BB
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Impregnated Yellow

Specification
BB- Concrete with 
light steel and cable

Impregnated Yellow
Continuous crown segment for 

applications with prestressed cable,

loose rebar and wire mesh

Expansion Adapters - For Use with Open-Ended Bits
SIZE Part # SIZE Part # SIZE Part #

1” 4010476 2-1/4” 4010485 5” 4010494

1-1/8” 4010477 2-1/2” 4010486 5-1/2” 4010495

1-1/4” 4010478 2-3/4” 4010487 6” 4010496

1-3/8” 4010479 3” 4010488 6-1/4” 4010497

1-1/2” 4010480 3-1/4” 4010489 6-1/2” 4010498

1-5/8” 4010481 3-1/2” 4010490 7” 4010499

1-3/4” 4010482 4” 4010491 8” 4010500

1-7/8” 4010483 4-1/4” 4010492 9” 4010501

2” 4010484 4-1/2” 4010493 10” 4010502

Expansion adapters are used instead of

welded hubs on open-end core bits.  These

adapters are made up of two threaded

plates with expansion ring.  These three

peices are placed in the core barrel and

tightened on the drill rig spindle.  The

expansion ring expands, and tightens

against the core barrel - keeping the 

bit secure.



PROFESSIONAL WET CORE BITS
Long Life Bits for the Professional Core Driller

Supreme Silver 
Wet Core Bits

SIZE Specification Cat # SIZE Specification Cat #

1/2” UOF 07190 1-5/8” UOF 07146

5/8” UOF 07200 1-3/4” UOF 07154

3/4” UOF 07208 1-7/8” UOF 07160

7/8” UOF 07220 2” UOL 07166

1” UOF 07097 2-1/4” UOL 28674

1-1/8” UOF 07110 2-1/2” UOL 07173

1-1/4” UOF 07120 2-3/4” UOL 07177

1-3/8” UOF 07127 3” UOL 07179

1-1/2” UOF 07137 3-1/2” UOL 45301

Pro Blue 
Wet Core Bits

SIZE
TOL

Cat #
SIZE

TOL

Cat #

1” 06712 4” 06791

1-1/4” 06732 4-1/2” 06802

1-1/2” 06740 5” 06808

1-3/4” 19920 6” 06819

2” 06753 7” 06826

2-1/2” 06760 8” 06833

3” 06771 9” 06841

3-1/2” 06781 10” 06715

Super Premium 
Wet Core Bits

SIZE
SPOL

Cat #
SIZE

SPOL

Cat #

1” 06629 4” 06654

1-1/4” 21128 4-1/2” 06660

1-1/2” 06639 5” 06662

1-3/4” 06640 6” 06665

2” 06641 7” 06670

2-1/2” 06647 8” 06672

3” 06650 9” 06676

3-1/2” 06652 10” 06631

Supreme Silver
Highest high quality diamond concentration

meant for smaller holes in very heavy

steel and extremely hard aggregate.

Pro Blue
High quality diamond with wide spaced

segments for very fast drilling in heavy

steel and hard aggregate.

Super Premium
High quality diamond with wide spaced

segments for fast drilling in 

moderate steel. 

Tall .400” segement for Longer life.

Specification
UOL- Cured Concrete
UOF - Hard Aggregate   

with high steel

Specification
TOL- Fast Coring

with heavy steel

Specification
SPOL- Long life in

hard concrete
with moderate

steel

Water is Required
to Cool Wet 

Core Bits
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et Core Bits
Heavy Duty Orange & Premium Black Large

Diameter Wet Core Bits

SIZE
Number

of Segs
HD Orange

HOL Cat #

Premium

POL Cat #

26” 40 04986 05622

28” 43 04996 05632

30” 46 05023 05671

32” 49 05031 05682

34” 52 28641 05696

36” 56 25778 05721

38” 60 28642 05740

40” 62 28643 24832

42” 65 28644 05781

44” 68 41642 05797

46” 71 41643 32564

48” 74 28055 05817

Large diameter bits include
a spoke back hub that has
a radial water sprayer
which gets water to the 
outside edges of the bit
where it is needed.

Our Pro Blue and 

Super Premium Red bits

are designed with the

professional driller in

mind.  They have a

wider spaced segment

design which delivers

more power to the 

cutting surface.  

This additional 

power results in 

faster coring 

and higher 

productivity.



TURBO WET CORE BITS
Unique Segment Designs for Fast, Long Life Core Drilling

Specification
TSPOL-  General purpose

moderate steel, fast
TSP33L - Hard aggregate,

fast coring
TSP64L - Asphalt & block,

fast coring
TSPSAG3+ - Fast coring in 

hard aggregate 
with moderate steel

Specification
TPOWL- General purpose

with high steel

Specification
THOWL- General purpose,

moderate steel

Water is Required
to Cool Wet 

Core Bits

Serrated segment design
for less surface to 

surface contact

Ribbed segment design
for a faster cut - saving

you time and money

Heavy Duty Orange
Turbo Bits

SIZE
THOWF 

Cat #

2” 06887

2-1/2” 06892

3” 06895

3-1/2” 06897

4” 06900

4-1/2” 06904

5” 06906

6” 06909

8” 06913

10” 27010

12” 06881

Premium Black
Turbo Bits

SIZE
TPOWF 

Cat #

2” 06960

2-1/2” 06966

3” 06969

3-1/2” 06972

4” 06974

4-1/2” 06978

5” 06979

6” 06982

8” 06988

10” 06955

12” 06956

Super Premium Red
Turbo Bits

SIZE
TSPOWL

Cat #

TSP33L

Cat #

TSP64L

Cat #
TSPSAG3+

Cat #

2” 84820 84836 17056 77374

2-1/2” 84821 84837 84853 77774

3” 84822 84838 17057 77219

3-1/2” 84823 84839 20939 77882

4” 84824 84840 84856 77474

4-1/2” 84825 84841 20942 78400

5” 84826 84842 17058 77475

6” 84827 84843 17063 77476

7” 84828 84844 20943 78082

8” 84829 84845 20945 77372

9” 84830 84846 20946 78171

10” 84831 84847 84863 77373

Heavy Duty Orange
Very good diamond concentration

for excellent speed in medium

aggregate concrete with 

moderate steel.

Premium Black
Very high diamond concentration for

fast coring and high performance in

medium aggregate concrete with

heavy steel.

Super Premium Red
High diamond concentration and quality for very

long life.  Fastest coring bit in various applcation

with heavy steel.  Extra high diamond depth of

.400” for the longest and fastest core.

Segment
Top  View

Segment
Top  View
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THINWALL WET CORE BITS
Light Weight Bits for Fast, Handheld Coring

Premium Black and Supreme Silver Thinwall Handheld Core Bits

SIZE POL Cat # P33Z Cat # UOL Cat # U33Z Cat #

1/2” 07061 07059 28516 30730
5/8” 07065 07063 28517 21013
3/4” 07071 07069 28518 86368
7/8” 07077 07073 28519 53428
1” 07017 07014 28520 30731

1-1/8” 07021 07019 28521 99202
1-1/4” 07027 07024 28522 90727
1-3/8” 07031 07029 28523 97714
1-1/2” 07037 07034 28524 34688
1-5/8” 18222 18916 28525 21014
1-3/4” 07043 07042 28526 56917
1-7/8” 18223 28786 28527 21073

2” 07050 07046 28528 65613
2-1/4” 17941 28913 28529 21080
2-3/8” 18224 52793 28530 21081
2-1/2” 17948 07054 28531 52029
2-3/4” 18225 30015 28532 21081

3” 17827 07057 28533 46028
4” 17828 19043 28534 46029
5” 17829 36871 28535 49456
6” 17940 31774 28536 54103

Measurements of Thinwall Core Bits

Outside 
Diameter

Inside 
Diameter

Outside 
Diameter

Inside 
Diameter

1/2” .330 1-3/8” 1.200

5/8” .450 1-1/2” 1.325

3/4” .575 1-5/8” 1.450

7/8” .700 1-3/4” 1.680

1” .830 1-7/8” 1.700

1-1/8” .950 2” 1.830

1-1/4” 1.080 2-1/2” 1.980

All thinwall bits have a 5/8-11 hub.  Other specifications available.

SPECIFICATIONS:
POL & UOL - General purpose, fast coring
P33Z & U33Z - Fast coring in harder materials and stone

CORE BITS
FOR TILE, 

MARBLE &
GRANITE

Premium Black Bits 
for Natural Stone

SIZE P28Z Cat #

1” 28026

1-1/4” 28027

1-3/8” 28029

1-1/2” 28033

1-3/4” 28034

Premium Black Tile Bits
SIZE P28Z Cat #

1” 73910

1-1/4” 73913

1-3/8” 73914

1-1/2” 73924

1-3/4” 73915

2” 73923

Premium Black Stone Bits
Wet core bits for drilling marble and granite.  Core length

of 2” allows an accurate hole in hard materials.  Crown

style for a smooth finish.  3” overall length.

SPECIFICATION: P28Z - Very hard materials, fast coring

Premium Black Tile Bits
Wet thinwall core bits with 2” core length for fast, smooth

coring in tile.  The soft bond handles very hard tile and the

thin crown segment creates a nice finished core. 

3” overall length

SPECIFICATION: P28Z - Very hard materials, fast coring

Works  well with our straight shank
adapters and water swivels

3/8” SS to 5/8-11 adapter - Cat #01913

1/2” SS to 5/8-11 adapter - Cat # 01899

5/8” SS to 5/8-11 adapter - Cat # 01936

375HD water swivel

5/8-11 to 5/8-11 with water valve

Cat # 01885

Thinw
all

Core Bits
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PLATED HOLE SAW BITS
Electroplated Diamond Bits for Tile, Stone and More

Plated Hole Saw Bits Individual
SIZE Cat #

1/8” 04235

1/4” 04236

5/16” 07344

3/8” 04237

1/2” 04239

5/8” 09324

7/8” 09326

1” 04240

1-1/4” 04241

1-3/8” 04243

1-1/2” 04248

1-5/8” 09330

2” 04250

2-1/4” 04251

2-3/8” 04253

2-1/2” 04254

2-7/8” 09334

3” 04255

3-1/4” 09335

Plated Hole Saw Sets
DESCRIPTION Cat #

10 piece set with pilot

adapter
03287

5 piece set with 

universal guide
04257

14 pieces set 

with guide, water bottle
04258

suction rings

1-1/2” & 3” set
03288

Materials:
• Tile - all types • Fiberglass
• Marble • Pottery
• Granite • Mirror
• Glass • Slate

Applications:
• Faucet Installations • Toilet Anchors
• Towel Bars • Plumbing Pipe Holes
• Shower Doors • Electrical Outlets
• Shelving Brackets • and More!

10 Piece
Set

14 Piece
Set

5 Piece Set with Universal Guide
Universal guides can help you keep your bit

straight and aligned with your desired drilling spot

Water is Required
for Cooling

Plated hole saw bits are self-

sharpening.  You get the entire 

life of the diamond due to the 

electroplated technology

Suction Ring Set
These trap rings prevent the use of

patty dam.  Putty dam is clay or putty

rolled into a ring to prevent water from

escaping the drilling area.  This can be

messy and time consuming.  

Water trap rings are recommended for

keeping your driling area cleaner.

Core Bore
Plated Hole Saw Bits Easily Fit

Into Standard Rotary Drills and
Are Simple To Use
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DRY DIAMOND CORE BITS
Core Drill Without Water

Dry Hole Saw Notes:
• Not all types of brick and block 

can be drilled - please consult 
factory.

• 9” drilling depth and 5/8”-11 hub

• Jacobs Chuck adapter available 

for hand held rotary drills 

5/8”-11 thread to straight shank

Heavy Duty Orange Dry Hole Saw

SIZE DH Cat #
Drill/Grinder

Min. Amps

Max RPM/

Min RPM

7/8” 04771 6 6000/2300

1” 04706 6 6000/2300

1-1/4” 04711 6 6000/2300

1-1/2” 04717 7 5000/1600

1-3/4” 04720 7 5000/1600

2” 00011 7 5000/1200

2-1/4” 04727 7 5000/1200

2-1/2” 00012 7 5000/1200

3” 00013 7 5000/800

3-1/2” 00014 10 5000/800

4” 04745 10 5000/700

4-1/2” 04751 10 5000/700

5” 04756 10 3500/700

6” 04764 10 2500/600

Premium Black Dry Hole Saw

SIZE DP Cat #
Drill/Grinder

Min. Amps

Max RPM/

Min RPM

7/8” 46326 6 6000/2300

1” 46327 6 6000/2300

1-1/4” 46328 6 6000/2300

1-1/2” 46329 7 5000/1600

1-3/4” 46330 7 5000/1600

2” 46331 7 5000/1200

2-1/4” 46332 7 5000/1200

2-1/2” 46333 7 5000/1200

3” 46334 7 5000/800

3-1/2” 46335 10 5000/800

4” 46336 10 5000/700

4-1/2” 46337 10 5000/700

5” 46338 10 2500/700

6” 46339 10 2500/600

Heavy Duty Orange

DH - Block and soft

brick - not for use on
concrete

Heavy Duty 
Orange

DVH - Cured

Concrete & Brick

Premium Black

DP - Brick and block

Long life- not for use
on concrete

Wider segments with
heavier barrel wall.

Heavy Duty Orange 
Dry Vacuum Bits

SIZE Cat #
Max RPM/

Min RPM

1-1/2” 04775 5000/1600

1-3/4” 04777 5000/1600

2” 04780 5000/1200

2-1/4” 04782 5000/1200

2-1/2” 04785 5000/1200

3” 04789 5000/800

3-1/2” 04793 5000/800

4” 04796 5000/700

4-1/2” 04799 5000/700

5” 04802 2500/700

6” 04805 2500/600

Dry Vacuum Bit Notes:

• Do not use in applications with 

steel heavier than wire mesh

• 9” drilling depth with

1.250”-12 threaded hub

Dry bits are used
with intermittent
cuts allowing air

to cool the bit

Dry Vacuum Bits Must Use a Dry Vacuum Swivel

5/8”-11 to 1.250-12 Vacuum Swivel Assembly

Vacuum attachment fits a standard shop 

vacuum

Cat # 01950, Part # 4400125

Swivel Extension - (12”)

Cat # 01951, Part # 4400126

Dry
Core Bits
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Adapters for Dry Bits

Description Part #

5/8”-11 pilot adapter 4400035

1/2” straight shank

pilot adapter
4400034

1/2” carbide pilot

drill with A-Taper
1400029



THREADED & CARBIDE CORE BITS
Unique Core Bits for Specialized Applications

Threaded Bits

SIZE
HD Orange 

HOL
Cat #

Premium

Black POL

Cat #

Premium

Black P33F

Cat #

Supreme

Silver UOF

Cat #

1-1/2” 44577 06134 26298 29515

2” 18073 06138 26300 07233

2-1/4” 36614 06140 26299 28612

2-1/2” 05252 06143 26301 18259

2-3/4” 05253 23245 21098 18260

3” 28541 06144 26314 18261

3-1/4” 28546 21099

3-1/2” 17967 06146 26317 18297

4” 05254 06148 26318 83914

4-1/4” 40955 21105

5” 45315 06150 26319

5-1/2” 28548 21110

6” 28543 06151 28553

6-1/4” 50412 21111

6-1/2” 69850 28550 21113

7” 52319 06152 26320

8” 28186 06154 26321

9” 50411 28551 72240

10” 79382 06129 26323

Threaded Core Bits
Allows increased range of drilling depth with continuous

tubing threaded bits and barrels.  Additional barrel lengths

can be added as you drill deeper similiar to oil drilling.

Standard threaded bits have a core length of 12” and extra

barrel lengths are available in 12”, 24”, 36” and 48”.

Segment width of threaded bits are .187” for bits 1-1/2” to

6-1/2”.  Threaded bits 7” to 10” have .250” segment width.

Specifications:
HOL - General purpose, cured concrete with moderate steel

POL - General purpose, concrete with heavy steel, long life

P33F - Very hard aggregate with heavy steel

UOF- High diamond concetration for concrete with 

extremely high steel content

Check current price book for available threaded caps
and barrel part numbers and pricing.

Carbide Rebar and Plate Cutter Core Bits

SIZE

Rebar

Cutter 

Cat #

# of

Inserts

Plate

Cutter 

Cat #

# of

Inserts

1/2” 07253 4 59195 4

5/8” 07256 4 49514 6

3/4” 07257 4 49515 6

7/8” 07259 4 52040 8

1” 07236 4 07260 10

1-1/8” 07237 4 07262 12

1-1/4” 07238 6 07263 12

1-3/8” 07239 6 61081 12

1-1/2” 07240 6 07265 14

1-5/8” 58064 6 62663 14

1-3/4” 07241 6 07266 16

1-7/8” 07242 6 55705 16

2” 07243 8 07267 20

2-1/2” 07248 10 07269 22

3” 07249 10 07270 24

3-1/2” 07250 14 62429 32

4” 07252 16 07273 34

5” 07254 18 43399 36

6” 07255 24 07275 38

Carbide Rebar & Plate Cutters
Designed to cut through rebar or plate steel after a 

diamond core bit has drilled through the concrete.

Carbide inserts are brazed into the core barrel.

This specialized bit must be used with water to keep

the bit cool while drilling in steel.
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DIAMOND BIT SEGMENTS & CROWNS
Loose Segments for Resegmenting Your Used Core Bits
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Bit Crowns

Diameter

HD

Orange

HOL

Cat #

Premium

Black

POL

Cat #

Supreme

Silver

UOF

Cat #

1/2” 28555 28566 06357

5/8” 28556 21790 06359

3/4” 28557 20261 06361

7/8” 28558 18340 06362

1” 28559 06309 06346

1-1/8” 28560 06312 06348

1-1/4” 28561 06315 06349

1-3/8” 28562 06319 06350

1-1/2” 28563 06325 06351

1-5/8” 28564 18889 06352

1-3/4” 51159 06332 06355

Bit Segments

Segment

Width

Heavy Duty Orange 

HOL

Premium Black 

POL

Pro Blue 

TOL

Super Premium

SPOL

Supreme

Silver UOL

Super Prem

Plus Turbo

TSPSAG3+

1-7/8” thru 6”

Cat #

7” & UP

Cat #

1-7/8” thru 6”

Cat #

7” & UP

Cat #

1-7/8” & UP

Cat #

1-7/8” & UP

Cat #

1-7/8” & UP

Cat #

1-7/8” thru 6”

Cat #

.130 06370 19285

.145 06383 06440 06580 06548 06614 79374

.165 06393 28567 06460 37480 06584 06552 06616 78066

.187 06405 28568 06479 28572 06592 06561 06618 84346

.200 06407 28569 06493 28573 06593 06562 28577 78317

.220 06411 28570 06511 28574 06596 06565 06619 78197

.250 06414 28571 06527 28575 06602 06572 28579 78278

Segment Size Chart

Bit Diameter Segment Width

1-7/8” thru 6” .145

7” and 8” .165

9” thru 16” .187

18” thru 24” .220

Above 24” .250
All segments are 1” long.  Any size or type 
not shown manufactured upon request.

When ordering segments,

specify GRADE (HOL, POL,

etc), diameter, width 

and quantity.

Loose segments include 

silver braze.  

Extra braze available 

Cat # 00166

Bit Crowns are continuous

and have water ways to

allow water and slurry to

escape.

Resegmented Core Bits
Save money by recycling your used core bits.

The bigger the bit, the more you save.

Send us your used core bits, ours or a competitors, and 
we will cut off the end and put new segments on it for a bit

as good as new.

Core bits can be resegmented with most 
quality grades and bonds.
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ABRASIVES
SAFETY INFORMATION

Handle Grinding Wheels Safety
Safety is everyone’s business in both the application and care of grinding wheels.  Wheels improperly used may not only be breakable

- they can be dangerous.  Grinding wheel operation must always be in strict compliance with the American National Standards Institute

(ANSI) B7.1 Safety Requirements and the Occupational Safety and Health Act which regulates speed; safety guards; flanges; mounting

procedures; general operating rules; handling, storage and inspection; and general machine conditions.

IMPROPER USE MAY CAUSE GRINDING

WHEEL BREAKAGE AND SERIOUS INJURY.

AIRBORNE PARTICULATES AND FUMES GENERATED

BY THE GRINDING PROCESS MAY CAUSE INJURY TO

THE EYES AND SKIN

AND SERIOUS 

RESPIRATORY

ILLNESS.

WARNING!!! WARNING!!!

CAUTION: Comply with American National Standards

Institute Code B7.7, Occupational Safety and Health Act

and Safety Guide with Packaging.

DON’T OVERSPEED, ABUSE, OR DROP WHEEL

ALWAYS USE A GUARD, PERSONAL PROTECTIVE

EQUIPMENT AND PROPER MOUNTING 

PROCEDURES.

DO:
1. DO always HANDLE AND STORE wheels in a

careful manner.

2. DO VISUALLY INSPECT all wheels for possible

damage before mounting.

3. DO MAKE SURE MACHINE SPEED does not

exceed MAXIMUM OPERATING SPEED marked

on wheel or its container.

4. DO CHECK MOUNTING FLANGES for equal

size, relieved as required and correct diameter.

(Should be at least 1/3 diameter of the wheel.)

5. DO USE MOUNTING BLOTTERS supplied with wheels.

6. DO be sure WORK REST is properly adjusted on 

bench and floor stand grinders.  (Should be 

center of wheel or above and no more than 1/8"

away from wheel.)

7. DO always USE A PROPERLY DESIGNED

SAFETY GUARD covering at least on half of the

grinding wheel.

8. DO allow WHEELS to run at operating speed, with 

guard in place, for at least one minute before grinding.

9. DO always WEAR SAFETY GLASSES or equivalent 

proper eye protection when grinding.

10.DO TURN OFF COOLANT before stopping wheel to 

avoid creating an out-of-balance condition.

11.DO make sure work is held FIRMLY in place. CLAMP

work when using non-reinforced cut-off wheels.

12.DO CHECK THE SPEED OF THE GRINDER as

recommended in ANSI B7.1 Safety Requirements.

DON’T:
1. DON’T use a wheel that HAS BEEN DROPPED

or DAMAGED or appears to have been abused.

2. DON’T FORCE a wheel onto the machine OR

ALTER the size of the mounting hole - if wheel

won’t fit the machine, get one that will.

3. DON’T ever EXCEED MAXIMUM OPERATING

SPEED established for the wheel.

4. DON’T use mounting flanges on which the

bearing surfaces ARE NOT CLEAN, FLAT AND

FREE FROM BURRS.

5. DON’T TIGHTEN the mounting nut EXCESSIVELY.

6. DON’T grind on the SIDE OF THE WHEEL unless

wheel is specifically designed for that purpose.

(See the current ANSI B7.1 Safety Requirements

for exceptions.)

7. DON’T start the machine until the WHEEL GUARD 

IS IN PLACE.

8. DON’T STAND DIRECTLY IN FRONT of a grinding 

wheel whenever a grinder is started.

9. DON’T grind without proper ventilation and

personal protective equipment (See ANSI B7.1)

10.DON’T grind material for which the WHEEL IS 

NOT DESIGNED.

11.DON’T JAM work into the wheel.  NEVER JAM, 

TWIST, BEND OR TILT a cult-off wheel when cutting.

12.DON’T GRIND with a machine that vibrates 

excessively.

These airborne concentrations are produced by the

material being ground, the coolant and the grinding

wheel.  Consult the MATERIAL SAFETY DATA

SHEETS for each material involved in the process.

Always use adequate ventilation, dust control and

NIOSH and MSHA approved personal protective

equipment appropriate for the grinding process

involved. 

Abrasives
Safety Infom
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PRODUCTS MARKINGS

Grade

Maximum
Speed

Brand Name

Application

Wheel Shape

Specification

Wheel Size

EAN-Bar Code

Part Number
Material Icon

Blade Diameter

Application Icon

Brand Name

Cooling Agent

Serial Number

Maximum RPM

Machine Icons

Quality Grade
Quality Grade Icon

Quality Level

Material Descriptions
Multi-Lingual

Safety Icons

ABRASIVES LABEL

DIAMOND BLADE LABEL
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DIAMOND INFORMATION

How A Diamond Blade Works

The exposed diamond crystals do the grinding work.  The metal

matrix or bond holds the diamond in place.  Trailing behind each

exposed diamond is a bond tail which helps to support the dia-

mond.  As the blade rotates through the material, the exposed

surface diamonds grind the material being cut.

After several thousand passes through the material, the exposed

diamonds begin to crack and fracture.  The matrix holding the dia-

monds also begin to wear away.

Eventually the diamond completely breaks apart and its fragments

are swept away with the material it is grinding.  When the blade is

cooled with water, this material included with water produces slurry.

As the old diamonds are fractured and worn away, they are

replaced by new diamonds and the process continues until the

segments are worn down to the core.

#1 Rule for Diamond Blades:
Use a Hard Bond to Cut Something Soft and Use a Soft Bond to Cut Something Hard

DIAMOND QUALITY - YOU GET WHAT YOU PAY FOR

HIGH QUALITY SYNTHETIC DIAMONDS
• Strongest crystals

• Lasts longer

• Withstands high temperatures

• Octahedral shape for icreased 

tool life & faster cutting

• High impact strength against  

steel & hard aggregate

MEDIUM QUALITY SYNTHETIC DIAMONDS
• Good crystal strength & shape

• Good for sawing & drilling 

applications

• Good cutting speed

• Handles moderate steel & hard  

aggregate applications

LOW QUALITY SYNTHETIC DIAMONDS
• Weaker crystals with irregular shape

• Shorter life & lower cutting rates

• Lower thermal stability

• Do not handle steel & hard 

aggregates well

• Jagged points that break 

causing faster wear & lower 

cutting & drilling performance

• Widely used in low priced dry products
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HOW TO PLACE ORDERS

Call: 1-800-321-5336 FAX: 1-800-634-4035

Our Customer Service Rep Will Need: · Company name and billing address · Shipping Address, if different 

· Your Purchase Order No. and/or name · Your Diamond Products Customer No. · Date Needed

· Resale, Tax or other special situations · Special Instructions 

· Product(s) desired: Example:

Quantity Catalog # Description

1 12462 4" X .250 Standard Gold Dry Tuck Point Blade 

CUSTOMER SERVICE POLICIES

FREIGHT POLICY: Equipment is shipped FOB Factory.  Diamond Tool and Abrasive orders for over $400.00 net are FOB Destination via UPS Ground or truck.

Premium shipping (i.e. 2nd day or overnight) is always FOB Factory.

FAST PAY DISCOUNT: A Fast Pay Cash Discount will be allowed when payment is received in Elyria, Ohio within the terms specified on your invoice.  Any cus-

tomer with an outstanding balance older than thirty (30) days cannot qualify for the Fast Pay Discount.

SALES TAX: Sales tax will be charged where applicable unless a tax exemption certificate is provided.

REPAIRS: Items returned for repair should be carefully packaged and accompanied by a Packing Slip with the following information:

· Your company name, address and phone number · List of items for repair · Returned Goods Authorization  · Explanation of repair(s) needed

· Original invoice (warranty only) (RGA) number obtained from Customer Service Dept.

TRIAL POLICY: Purchase orders are requested and full payment is expected on all trial materials.  Trials will be invoiced on the basis of normal ordering quantity

that the customer is expected to purchase if the trial is successful.  Orders must specify the exact number normally purchased and be invoiced on that basis.

Trials proving only partially satisfactory, but usable, will be credited on the basis of the value received.  Trials proving completely unsatisfactory receive full credit.

The efficiency of the trial performance is the decision of the customer.

REPLACEMENT/REFUND: All catalog items returned to stock are subject to a 15% restocking fee.  Non-catalog items, special order items and any item beyond

two (2) years from original invoice date are subject to a mandatory 50% restocking fee.  Discontinued items and/or items purchased beyond four (4) years from

original invoice date cannot be returned.  Items returned for replacement or refund should be in original cartons and must be accompanied by a packing slip with

the following information:

· Returned Goods Authorization (RGA) number obtained from Customer Service Dept

· List of items returned      · Reason(s) for return(s)      · Copy of original invoice(s) 

TYROLIT ABRASIVES
PRICING POLICIES

TYROLIT ABRASIVES products are priced on a quantity basis.  The quantity ordered or quoted for pricing purposes is the number of units of a

single size and specification ordered for delivery at one time to a single destination.  Partial shipments are allowed for our convenience or under

the conditions set forth in our split shipment policy below.  Additions to orders already entered with TYROLIT ABRASIVES are not permitted.

“Add-on” items are treated as separate orders and are subject to prices and freight policy based upon the quantity of the individual item being

ordered.

PRICE PROTECTION POLICY

TYROLIT ABRASIVES reserves the right to increase the price of its products by written notice to the buyer at least thirty (30) days prior to the

date of shipment of such products. Unless otherwise stated at the time price revisions are announced, all purchase orders are entered subject

to the 

prices in effect at the time of shipment.

MINIMUM CHARGE POLICES

Minimum charge policies per below  apply for both line items and total orders.  Stock Item Minimum Charge Policy Total order $50.00

Exception: Stock Orders:  Must be purchased in Standard Package Quantities.

FREIGHT TERMS

A. Unless otherwise specified, the freight terms which are shown below apply to all shipments of products from TYROLIT ABRASIVES

1. Orders for shipments having a net value of $400.00 or more, calling for shipment  to a single destination will be shipped F.O.B. Elyria, OH,

or point of shipment and transportation will be prepaid to destination by our normal methods.  Requests for other methods of shipment will be

honored and the equivalent cost of our usual method will be allowed.

2. Except as provided in this Merchandising Policy, all risk of loss or damage to products shall pass to the distributor or customer, as the case

may be, upon delivery of products to the point of shipment by TYROLIT ABRASIVES

3. All other orders will be shipped F.O.B. Elyria, OH, or point of shipment, and transportation costs will be added to the 

customer’s invoices.  Shipments will be made by our normal method unless otherwise specified.

4. The above freight terms apply to the continental United States excluding Alaska and Hawaii on shipment to Alaska 

and Hawaii on which the minimum $400.00 net value shipment qualifies for prepaid shipment, the following terms apply: 

1.  Alaska Destinations - Shipment will be prepaid to Seattle, WA by our normal methods.

2.  Hawaiian Destinations - Shipment will be prepaid to port of embarkation by our normal method.

For Puerto Rico, minimum $1,500 net value shipment qualifies for prepaid shipment. 

For Canada, minimum $500 (Canadian) qualifies for prepaid shipment.

DIAMOND PRODUCTS DIAMOND TOOL WARRANTY
Diamond Products Limited warrants all of its diamond tools against possible defects in workmanship for one (1) year from

the date of Purchase. All laser welded blades and bits are warranted against segment loss due to weld failure. Determination
of the applicability of warranty will be made after the product is inspected by our Warranty Claims Department.

The warranty does not cover any tool which Diamond Products determines to have been used in an improper application,
subjected to negligent abuse, improperly mounted, altered, involved in an non-application accident or miscellaneously dam-
aged. Any diamond tool covered under this warranty will be repaired or replaced at Diamond Products’ option free of charge.
This warranty includes all labor, parts and shipping costs via UPS ground. Proof of purchase in the form of an invoice show-
ing the date of purchase to be within one (1) year must accompany all warranty claims. Diamond Products reserves the right

to prorate any warranty claim based upon a percentage of tool life prior to the failure in question. 

Call (800) 321-5336
To open your internet account for orders status,

shipping information, order confirmation
or net pricing.
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